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Where: 

MP=mass per unit of production, kilograms 
of pollutant per megagram (pounds per 
ton) of uncalcined clay processed 

ER=mass emissions rate of specific HAP (HF 
or HCl) during each performance test run, 
kilograms (pounds) per hour 

P=average uncalcined clay processing rate 
for the performance test, megagrams (tons) 
of uncalcined clay processed per hour. 

(h) You must establish each site-spe-
cific operating limit in Table 2 to this 
subpart that applies to you, as speci-
fied in Table 4 to this subpart. 

(i) For each affected source that is 
equipped with an add-on APCD that is 
not addressed in Table 2 to this subpart 
or that is using process changes as a 
means of meeting the emission limits 
in Table 1 to this subpart, you must 
meet the requirements in § 63.8(f) and 
paragraphs (i)(1) through (3) of this sec-
tion. 

(1) For sources subject to the THC 
concentration limit specified in item 3 
or 7 of Table 1 to this subpart, you 
must satisfy the requirements specified 
in paragraphs (i)(1)(i) through (iii) of 
this section. 

(i) You must install a THC contin-
uous emissions monitoring system 
(CEMS) at the outlet of the control de-
vice or in the stack of the affected 
source. 

(ii) You must meet the requirements 
specified in Performance Specification 
(PS) 8 of 40 CFR part 60, appendix B. 

(iii) You must meet the requirements 
specified in Procedure 1 of 40 CFR part 
60, appendix F. 

(2) For sources subject to the emis-
sion limits specified in item 3, 4, 7, or 
8 of Table 1 to this subpart, you must 
submit a request for approval of alter-
native monitoring methods to the Ad-
ministrator no later than the sub-
mittal date for the Notification of Per-
formance Test, as specified in 
§ 63.9812(d). The request must contain 
the information specified in paragraphs 
(i)(2)(i) through (v) of this section. 

(i) Description of the alternative add- 
on APCD or process changes. 

(ii) Type of monitoring device or 
method that will be used, including the 
sensor type, location, inspection proce-
dures, quality assurance and quality 
control measures, and data recording 
device. 

(iii) Operating parameters that will 
be monitored. 

(iv) Frequency that the operating pa-
rameter values will be determined and 
recorded to establish continuous com-
pliance with the operating limits. 

(v) Averaging time. 
(3) You must establish site-specific 

operating limits during the perform-
ance test based on the information in-
cluded in the approved alternative 
monitoring methods request and, as ap-
plicable, as specified in Table 4 to this 
subpart. 

§ 63.9802 How do I develop an emis-
sions profile? 

If you decide to develop an emissions 
profile for an affected batch process 
source; as indicated in item 8(a)(i)(4) or 
17(b)(i)(4) of Table 4 to this subpart, 
you must measure and record mass 
emissions of the applicable pollutant 
throughout a complete batch cycle of 
the affected batch process source ac-
cording to the procedures described in 
paragraph (a) or (b) of this section. 

(a) If your affected batch process 
source is subject to the THC concentra-
tion limit specified in item 6(a), 7(a), 8, 
or 9 of Table 1 to this subpart or the 
THC percentage reduction limit speci-
fied in item 6(b) or 7(b) of Table 1 to 
this subpart, you must measure and 
record the THC mass emissions rate at 
the inlet to the control device using 
the test methods, averaging periods, 
and procedures specified in items 10(a) 
and (b) of Table 4 to this subpart for 
each complete hour of the batch proc-
ess cycle. 

(b) If your affected batch process 
source is subject to the HF and HCl 
percentage reduction emission limits 
in item 11 of Table 1 to this subpart, 
you must measure and record the HF 
mass emissions rate at the inlet to the 
control device through a series of 1- 
hour test runs according to the test 
method specified in item 14(a) of Table 
4 to this subpart for each complete 
hour of the batch process cycle. 

§ 63.9804 What are my monitoring sys-
tem installation, operation, and 
maintenance requirements? 

(a) You must install, operate, and 
maintain each CPMS required by this 
subpart according to your OM&M plan 
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